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TTEECCHHNNIICCAALL  DDAATTAA  SSHHEEEETT  

  
  

HHYYDDRROOZZOOLL®®  BBGG--AAQQ  WWAATTEERR  BBAASSEEDD                                                                                              
BBIITTUUMMEENN  PPRRIIMMEERR  
ffoorr  ooppttiimmuumm  pprreeppaarraattiioonn  ooff  tthhee  ssuurrffaaccee  bbeeffoorree  llaayyiinngg  ooff  bbiittuummiinnoouuss                                                                                                                            
hhyyddrroo  iinnssuullaattiinngg  rroollllss,,  ppeenneettrraattiinngg  ddeeeeppllyy  iinn  tthhee  mmiiccrrooccrraacckkss  ooff  ppoorroouuss                                                                                                                        
ssuurrffaacceess  aanndd  ssttrreennggtthheenniinngg  tthheemm,,  aammeelliioorraattiinngg  tthhee  aaddhheessiioonn  
  
  

Scope of use 

HYDROZOL® BG-AQ WATER BASED BITUMEN PRIMER is 
a ready-to-use product for primary treatment of the surface 
and for optimum preparation of the surface for laying of the 
bituminous hydro-insulating rolls. It is designed to be the first 
layer of priming. 

HYDROZOL® BG-AQ WATER BASED BITUMEN PRIMER 
stops the effect of the dust, seals and strengthens porous and 
highly absorbent surfaces and penetrates into microcracks of 
the surfaces (walls, floors and roofs). The primer ameliorates 
the adhesion of the hydro-insulation and the surface by 
performing strong and elastic connection between them. It 
could be used for insulation of all vertical and horizontal 
surfaces. The primer has high resistance to weather 
conditions. 

HYDROZOL® BG-AQ WATER BASED BITUMEN PRIMER is 
suitable to be laid over old bituminous and cement hydro-
insulating materials, screed, tin, metal panels and other surfaces which possess high evenness. 

 
 
 

 
 
 

Composition 

Fine dispersed system from bitumen, water, emulcifier and stabilizing additives.  
 

 
 

PPrrooppeerrttiieess  
optimum preparation for laying of bituminous 
hydro-insulation rolls 

strengthens porous and highly absorbent surfaces 

penetrates into microcracks and seals them ameliorates the adhesion 

can be laid over metals with high evenness 
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Packaging and Indicative consumption 

Package:       Indicative consumption: 

PE bucket of 5, 18 l   0,165 - 0,220 l/m2 when laid over tin 
0,300 - 0,325 l/m2 when laid over screed  

depending on the evenness of the surface and its 
absorption qualities  

 
 

Expiration date and Storage 

Store and transport in tightly sealed original packaging in dry and cool environment (best on pallets). Keep 
away from moisture! Do not store in temperatures lower than 5C. 

Keep from freezing! 

The product is good for use 6 months after production date of an unopened original packaging. 
 

 
Instructions for Use 

 
Base Preparation 

HYDROZOL® BG-AQ WATER BASED BITUMEN PRIMER is used over all surfaces which are strong, 
supporting and not containing separating substances (grease, dust and others). The surface should be 
clean, dry and stable, without cracks, leveled in advance. All of the weak parts and layers with weak 
mechanical resistance of the surface should be removed before laying the primer. 
 
Mixture preparation 

HYDROZOL® BG-AQ WATER BASED BITUMEN PRIMER is ready-to-use. Shake well before opening the 
bucket! 

Stir well before use! Do not mix with other materials! 
 
Application 

HYDROZOL® BG-AQ WATER BASED BITUMEN PRIMER is laid directly on the surface with smooth 
motion in one even layer by brush with soft bristle or by roller. It could be laid by spraying with adequate 
equipment. 

The primer dries within 30 minutes in best conditions. The primed surface should be dried before further of 
following construction actions. It is advisable that the actions would begin right after drying in order to 
avoid sticking of dust on the primed surface.  

When you finish working, clean all the instruments with water. 
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Attention! 

The priming should be performed at dry weather and temperature of the surface and the 
environment from +5°C to +30°C and moisture of the air under 60%.  

The time for complete drying of the primer depends on the weather conditions (temperature and 
air humidity) and the porosity of the surface, but is not less than 30 minutes. For complete safety – 
let the product dry 4-6 hours. 

Keep away from pouring water and rains 24 hours after drying! 

During cold and damp days, do not execute priming! 

Do not lay the primer under direct sun shining! 

 
 
 
Hazard description: 
 

Caution! 

Harmful if inhaled!    
       May cause genetic defects if swallowed!  

May cause cancer if swallowed      
 
 

Hazard symbol: 
 

 
Dangerous 

 
 
 

 
 
 
 
 
 
 
 
 

Risk and Safety Statements 

H 332 Harmful if inhaled 
H 340 May cause genetic defects  
H 350 May cause cancer if swallowed 
P 102 Keep out of reach of children  
P 262 Do not get in eyes, on skin, or on clothing 

P 270 
Do not eat, drink or smoke when using this 
product 

P 280 
Wear protective gloves/protective clothing/eye 
protection/face protection  
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Classification 

Complies with the requirements of European and Bulgarian standards and measures up to: 
 

European Standard Testing protocols 

EN 13 808  

Regulation for emission reduction of volatile organic compounds in 
the use of organic solvents in certain paints, varnishes and car body 
repair products. 

 

 
 
 
 

Technical data 

Testing protocols are issued by Construction Materials Testing Laboratory at Marisan and Kolev Ltd. 
 
 

Parameter Measure Testing method Testing result 

Appearance - visual viscous liquid 

Destillation, volume of the primer %     EN 1431 ≥ 58 

Density kg/m³    EN ISO 2811-1 920 

Leakage time, 2mm, 40°C s    EN 12846 35 - 80 

Drying time  min    EN ISO 3678 30 

 
 
 

The information contained in the current document is based on our knowledge and recent technical achievements and experience that we have at 
the time of the last version.  The technical recommendations concerning application that we offer in order to facilitate buyers and those working with 
our products are non-binding and are neither grounds for legal contract relations, nor for additional obligations resulting from the purchase contract. 
They do not dispense buyers from the necessity to verify products’ application according to the instructions for every specific use. We as 
manufacturers guarantee the quality of the product, but cannot influence the circumstances and methods of its use. Application of the product 
should be performed by qualified personnel.

 


