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HHYYDDRROOZZOOLL®®  BBPP  BBIITTUUMMEENN  PPAASSTTEE  
wweeaatthheerr  rreessiissttaanntt  mmooddiiffiieedd  bbiittuummeenn  ppaassttee                                                                                                                                                                                                                                                    
ffoorr  llaassttiinngg  sseeaalliinngg  ooff  ooppeenniinnggss  aanndd  ffiixxiinngg  ooff  lleeaakkss                                                                                                                                                                                                    
wwhheenn  rreennoovvaattiinngg  aanndd  rreeppaaiirriinngg  bbiittuummeenn  aanndd  ttiinn  rrooooffss  
  
  

Scope of use 
HYDROZOL® BP BITUMEN PASTE is plastic bitumen based 
filler (paste) for renovating and repairing bitumen and tin roofs. 
The product is used for plastering and strengthening of 
constructive details and openings on the roofs (antennas, 
chimneys, pipes, vents, skylights and others). It could be used 
for hydro insulation of the connections between roofs and their 
adjacent walls. The paste is recommended when repairing the 
cracks and the leaks of gutters. After drying up, it creates high 
elasticity water resistant coating which does not shrink and 
crack. 
The product is used for protection from moisture and repairing 
of leaks of the roofs in civil and industrial construction in 
temperature between -30°C and +100°C. A recommendable 
usage is for repairing and renovating old bituminous 
membranes. It strengthens the joints and stops the leakage 
between tin, bitumen and other types of roofing sheets and 
plates. The product is meant for filling the unevenness and cracks in concrete, asphalt, lead, zinc, steel, 
plasters and others. 
HYDROZOL® BP BITUMEN PASTE adheres perfectly to surfaces which are dry and with a little bit 
moisture, to bituminous surfaces, to most of the building materials. It is effective even under water. It could 
be used for protection from undersoil moisture and water of horizontal surfaces, indoors and outdoors.  
The product is resistant to diluted acids, bases, industrial gases, salt and other aggressive surroundings. 
After drying up, it could be covered with asphalt, roofing membranes and other coverings for roof 
renovation. 

 
 

 
 

PPrrooppeerrttiieess  
for renovating and repairing of bitumen and tin roofs water resistant covering with high elasticity which 

does not shrink or crack 
strengthens the joints and stops the leaks between 
roofing plates and sheets of all types 

resistant to diluted acids, bases, salt, industrial gases 
and other aggressive surroundings 

fills the unevenness and cracks in concrete, asphalt, 
lead, zinc, steel, plasters and others easy application without preliminary heating 
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Composition 
Fine dispersed system from bitumen, solvent and filler.  
 

 
Packaging and Indicative consumption 

Package:       Indicative consumption: 
Metal bucket of 5; 18 l   1,3 - 2,0 l/m2 per 1mm layer of the covering 

 
 

Expiration date and Storage 
Store and transport in tightly sealed original packaging in dry and cool environment (best on pallets). Do 
not store in temperatures under -10°C and over 30°C. 
Do not leave under direct sun light and sources of UV rays! 
Keep away from sources of heat! 
The product is good for use 24 months after production date of an unopened original packaging. 
 

 
Instructions for Use 

 
Base Preparation 
HYDROZOL® BP BITUMEN PASTE is used onto all surfaces which are strong, supporting and not 
containing separating substances (grease, dust and others). The surface should be clean, dry and stable, 
without cracks. All weak parts and layers with weak mechanical resistance of the surface should be 
removed before applying the paste. 
The surface could have a little bit of moisture, not vivid coverage of water. The base should not be all the 
time wet since the bitumen coating has to dry. 
All traces of mold should be preliminary removed. When applying on metal, remove the all the rust using 
wire brush. 
 
Mixture preparation 
HYDROZOL® BP BITUMEN PASTE is ready-to-use. 
Stir well before use! Do not mix with other materials! 

 
Application 
HYDROZOL® BP BITUMEN PASTE is applied with a putty knife or trowel on a layer with maximum 
thickness 3-4mm. In order to avoid the formation of bubbles, it is recommendable to apply the product on 2-
3 layers, wait until the complete drying of the previous layer before applying the second one. Be careful not 
to harm the previous layer. 
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Mount reinforcement mesh in areas which are threatened by cracking. 
When repairing old bituminous membranes, remove the formed bubbles and cut the non-adhered parts. 
Spread paste on the area. The overlapping of the membranes should be melted and closed over the 
filling. After that the seam should be evenly covered by paste. Avoid amassing.  
 

                 
 
The time for drying depends on the absorbing ability of the surface, the width of the layer and the 
environment conditions. It is 24 hours for every 1mm of the width on the layer. The surface should be 
entirely dry before the beginning of other constructional actions on it. 
When you finish working, clean all the instruments with organic solvents. 
 
 
Attention! 
The hydro insulation should be performed at dry weather and temperature of the surface  and the 
environment from +5°C to +30°C and air humidity under 60%.  
The time for complete drying of the paste depends on the weather conditions (temperature and air 
humidity) and the porosity of the surface. For complete safety – let the product dry 24 hours. 
Keep away from running water and rain up to 24 hours after application! 
During cold, damp and rainy days, do not apply the paste! 
The vapours of the containing solvent will ignite at 38°C. 
Keep away from open flame! 
Do not apply the product under direct sun light! 
When working indoors, make sure the premises are well ventilated! 
Use gloves and goggles when applying the paste! 
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Hazard description: 
 
Caution! 
Flammable liquid and vapour  
Harmful if inhaled!    

       May cause genetic defects if swallowed!  
May cause cancer if swallowed      

 
 

Hazard symbol: 
 

 
         
 
 

        Dangerous 
 
 
The maximum composition of VOC for this product is 350 gr/l 

 
 

 
 

Classification 
Complies with the requirements of European and Bulgarian standards and measures up to: 
 

European Standard Testing protocols 

EN 13 808  

Regulation for emission reduction of volatile organic compounds in 
the use of organic solvents in certain paints, varnishes and car body 
repair products. 

 

 
 
 
 
 
 

Risk and Safety Statements 
H 226 Flammable liquid and vapour  
H 304 May be fatal if swallowed and enters airways 
H 332 Harmful if inhaled 
H 411 Toxic to aquatic life with long lasting effects 
P 102 Keep out of reach of children  
P 210 Keep away from heat/sparks/open flames/hot 

surfaces. No smoking  
P 233 Keep container tightly closed 
P 273 Avoid release to the environment 

P 280 Wear protective gloves/protective clothing/eye 
protection/face protection 

P 314 Get Medical advice/attention if you feel unwell  
P 403 + 
P235 Store in a well ventilated place. Keep cool 
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Technical data 
Testing protocols are issued by Construction Materials Testing Laboratory at Marisan and Kolev Ltd. 
 
 

Parameter Measure Testing method Testing result 

Appearance - TS viscous liquid 

Colour - visual black 

Ignition temperature in a closed container °С TS 21 

Solid content % TS 55 

Penetration, 25°C, 0.1 mm  mm TS 20 - 25 

Softening point of the bitumen °С TS 85 - 95 

Density, 20°C kg/l TS 1,1 - 1,2 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
The information contained in the current document is based on our knowledge and recent technical achievements and experience that we have at 
the time of the last version.  The technical recommendations concerning application that we offer in order to facilitate buyers and those working with 
our products are non-binding and are neither grounds for legal contract relations, nor for additional obligations resulting from the purchase contract. 
They do not dispense buyers from the necessity to verify products’ application according to the instructions for every specific use. We as 
manufacturers guarantee the quality of the product, but cannot influence the circumstances and methods of its use. Application of the product 
should be performed by qualified personnel.

 


