
 
 

 
 
 
 
 
 
 
 
Page:                       1 от 4 
Product: TERAFLEX® VISION PREMIUM 
Revised: 28.11.2011 
Printed: 19.11.2019 
 

 
 

TTEECCHHNNIICCAALL  DDAATTAA  SSHHEEEETT  

  
  

TTEERRAAFFLLEEXX®®  VVIISSIIOONN  PPRREEMMIIUUMM  
pprrooffeessssiioonnaall  hhiigghh  ccoovveerraaggee  llaatteexx  ppaaiinntt,,  rreessiissttaanntt  ttoo                                                                                                                                                                                                                                                                                
wweett  ffrriiccttiioonn  aanndd  wweeaarriinngg  oouutt  ffoorr  lloonngg  llaassttiinngg  ccooaattiinngg                                                                                                                                                                    aanndd  
eexxcceeppttiioonnaallllyy  uunniiffoorrmm  ssuurrffaaccee  ssttrruuccttuurree  
  
  

Scope of use 
TERAFLEX® VISION PREMIUM is a professional highly wear 
resistant latex for intensely loaded internal surfaces. It has 
exceptionally high coverage (class 2, according to ЕN 13300) 
and excellent resistance to wet friction (class 1, according to 
ISO 11998). It is suitable for any kind of premises with high 
operational loading (offices, public buildings, hotels, shopping 
centers and others). 
It is resistant to wet washing and friction and allows for the 
easy cleaning and washing of the painted surface and the 
elimination of stains and contaminations from it only with a 
humidified with water or ordinary cleaning preparation cloth. 
TERAFLEX® VISION PREMIUM is with well stated, 
exceptionally fine and uniform structure with silk sense of the color. It is resistant to ageing, does not get 
yellow and does not change its color.   
It has excellent adhesion to the base and high durability of the colors. It does not seal the wall completely 
and allows for its „breathing“. It is placed smoothly and uniformly without dripping and flowing down. It is 
applicable over a multitude of bases, such as concrete, gypsum and cement-lime plasters and putties, 
gypsum board, fiberboard, PVC and many others. It is appropriate for application onto solid coatings of 
walls and ceilings of old water dispersion paints. 
The color design system ENERGY IN COLORS allows for additional possibility for tinting the paint upon 
customer’s request in more than 2080 colors according to the client’s desires. 

 
 
 

 
 
 

PPrrooppeerrttiieess  
high coverage (class 2) very easy for maintenance and cleaning 
exceptional wear resistance (class 1) it allows for the breathing of the wall 
resistant to wet friction and washing no dripping, splashing or flowing down 
highly modified polymer paint environmentally friendly and without emissions 
resistant to ageing and yellowing without solvents and softeners 
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Composition 

Homogenous silicone-modified, styrene-acrylic water dispersion, fillers, coloring agents, organic and 
organic additives. 

 
 

Packaging and Indicative consumption 
Package:                Indicative consumption: 
Plastic bucket of 1; 2,5; 9; 15 l. 100 - 130 ml/m2 for a single layer application 

with preliminary priming and depending on the 
smoothness and absorbent ability of the base. 

 
 

Expiration date and Storage 
Store and transport in tightly sealed original packaging in dry and cool place (best on pallets). Keep away 
from moisture! Do not store at temperatures below 5 °C! 
Keep from freezing! Keep away from direct sunlight! 
The product is good for use 18 months after production date of an unopened original packaging. 
 

 
Instructions for Use 

Base Preparation 
TERAFLEX® VISION PREMIUM may be used on all types of mineral-based bases that are strong and do 
not contain separating substances (grease, bitumen, dust). It should be clean, dry and stable, without 
crack and previously leveled. All flimsy areas and layers with weak mechanic stability should be removed 
from the base. The surface should be cleaned and made dust-free. Chalky or crumbly surfaces should be 
strengthened after cleaning with TERAGRUND® – UNIVERSAL STRENGTHENING PRIMER, and the 
highly absorbent surfaces with POROGRUND® – POROUS BASE PRIMER. After ensuring the strength of 
the base, in order to decease and balance absorption and decrease the paint consumption, it is 
recommended the surface to be primed with TERAFLEX® – UNIVERSAL PRIMER BEFORE PAINTING. 
 
Mixture preparation 
TERAFLEX® VISION PREMIUM is ready for use. Stir well with an electric mixer at slow speed before use!  
Do not dilute with water! Do not mix with other products!  

 
Application 
TERAFLEX® VISION PREMIUM may be applied not earlier than 2 hours after priming at temperature of 
the environment and the surface to be painted greater than +5 C. the paint should be spread evenly 
without interruptions – with a machine, with a brush or a paint roller. In order to reach a minimal color 
difference and maximal covering it is recommended application of minimum 2 layers. When applying 
twice, one must ensure time for drying between painting the first and the second layer between 2 and 3 
hours, depending on the air temperature and humidity. 
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Attention! 
Painting should be executed at dry weather at temperature of the base and environment from +5ºC 
to +30ºC and air humidity below 65%. 
The time period for complete drying of the paint depends on the weather conditions (air 
temperature and humidity) but is not less than 4-6 hours. 
High air humidity and low temperature may significantly extend the time for drying and change 
unevenly color. 
Color uniformity may be attained only within the range of a single production lot. 
Development of the color tint depends on the base, temperature of the air and air humidity. 
In order to avoid surface yellowing, when paining non-processes gypsum boards, it is 
recommended its preliminary priming and plastering. 
Simply paining in darker colors cannot erase nicotine and rust traces. Darker colors in no cake 
cover better than the lighter. In this case priming of the base is mandatory. 
Priming is mandatory when having strong bases, painted with water dispersion paints in order to 
avoid twisting of the color effect of the new paint. Very dark colors of the base may show through 
the new surface. 
When paining different types of sealants (acrylic, polyurethane and others), because of their high 
elasticity it is possible for the paint to crack. Besides that they might cause slight coloration of the 
painted surface. 
Repairs on the surface show to a different extend, depending on the situation at the construction 
site and its luminance. 

 
 

Hazard description 
According to our knowledge, this product does not present a special risk, provided the general rules for 
industrial hygiene and safety equipment are observed. 

Contains reaction mass of: 5-chloro-2-methyl-2H-isothiazol-3-one (CAS № 247-500-7) and 2-methyl-2H-
isothiazol-3-one (EC № 220-239-6) (3:1).  May cause an allergic reaction. 
Maximum content of VOC for the product (category A/a) is 30 g/l. 
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Classification 
Complies with the requirements of European and Bulgarian standards and measures up to: 
 
European Standard Class Testing protocols 

EN 13300   21/22.04.2013 

Regulation for emission reduction of volatile organic compounds in 
the use of organic solvents in certain paints, varnishes and car 
body repair products. 

21/22.04.2013 

 
 
 

Technical data 
Testing protocols are issued by Testing protocols are issued by Construction Materials Testing Laboratory 
by Marisan and Kolev Ltd. 
 

Parameter Measure Testing method Testing result 

Luster - EN 13300 matt 

Granulometry mkm EN 13300 < 100 (fine) 

Density g/сm3 EN ISO 2811-1 1,60 ± 0,05 

Non-volatile compounds content % EN ISO 3251 64 

pH-value - EN ISO 1148 7 – 9,5 

Drying time: Print-free / recoatable min EN ISO 3678 15 
 
 

 
 
 
 
 
 

 
The information contained in the current document is based on our knowledge and recent technical achievements and experience that we have at 
the time of the last version.  The technical recommendations concerning application that we offer in order to facilitate buyers and those working with 
our products are non-binding and are neither grounds for legal contract relations, or for additional obligations resulting from the purchase contract. 
They do not dispense buyers from the necessity to verify products application according to the instructions for every specific use. We as 
manufacturers guarantee the quality of the product, but cannot influence the circumstances and methods of its use. Application of the product 
should be performed by qualified personnel.

 


