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HHYYDDRROOZZOOLL  ®®  BBUUTTYYLL  TTAAPPEE  
SELF-ADHESIVE BUTYL TAPE  
hhyyddrroo  iinnssuullaattiioonn  ttaappee  ffoorr  eellaassttiicc  aanndd  wwaatteerrttiigghhtt  sseeaalliinngg                                                                              
ooff  tthhee  ccoonnnneeccttiioonnss  bbeettwweeeenn  vvaarriioouuss  bbuuiillddiinngg  ssttrruuccttuurreess,,              
sseeaammss,,  jjuunnccttiioonn,,  jjooiinnttss,,  sspplliittss  eett  
  
 

Product description 

HYDROZOL® BUTYL TAPE is highly elastic self-adhesive sealing 
tape on butyl base, reinforced by alkaline resistant non-woven 
polypropylene. It is used for sealing and watertight sealing of joints 
between various buildings structures and elements: ‘floor-wall’ in 
case of hydro insulation of laundry rooms; ‘window frame-ledge’ 
during the installation of windows and doors; ‘metal structure-wall’ 
and between façade panels during the installation of curtain walls, 
thresholds, eaves etc. 
The usage of the tape is recommended during hydro insulation of 
cracks, joints, corners and details with complex shape under 
ceramic lining, in wet rooms, roofs, terraces, balconies etc., places 
with moderate water loads, located outdoors and indoors. Seals the seams and joints of lining made of 
various materials (bitumen membranes, metal, ceramics, cement surfaces). 
The tape is applied easily and quickly and it has excellent adhesive properties to wide range of absorbing 
(concrete, plasters and putties, cellular concrete, fibro-cement etc.) and non-absorbing (metals, plastics, 
bitumen, ceramics, glass, PVC etc.) materials. The tape is flawlessly covered by spreaded hydro insulations 
and tiles adhesives. The tape provides immediate water tightness after its application. It is punch, tear and 
aging resistant. It preserves its elasticity at temperatures between -5°C to +60°C. 
It is a component of the hydro insulation elastic system HYDRO and SPLIT PROTECTION2.  
 
 
 

Properties and scope of use 

Properties: 
 

 
 
 
 
 

 

100%  water tightness 
excellent adhesion to absorbing and non-absorbing materials 
high level of elasticity and flexibility 
punch, tear and aging resistance 
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For application on: 
 

 
 
 
 
 

For application when: 
 

 
 
 
 
 

 
Packaging and indicative consumption 

Packaging: 
 

 
 

 
Indicative consumption: 

 
 

 
 
 

Composition 
The hydro insulating tape is factory made by non-woven polypropylene with coating of self-adhesive, 
highly elastic butyl rubber, resistant to aging. Protective film – non-adhesive siliconized paper.  

 
 

Expiration date and Storage 
To be transported and stored in original packaging indoors in dry location at temperature up to +30°C.  

The product is good for use 12 months after production date of an unopened original packaging. 
 
 
 

connections, seams and joints between various materials and elements 
joints with details with complex shape 
corner and hard to reach joints 
other active joints and locations with cracks 

hydro insulation of laundry rooms 
hydro insulation of terraces, balconies, flat roofs 
hydro insulation under plaster and ceramic lining 

 qty./unit pallet 
roll 25 m  100  pcs (2500 m) 

for a joint with length of 1 m 1.0 m 
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Instructions for use 

 

• width: 120 mm 
• total thickness: 0,7 mm 
• colour: white 

Base preparation 
HYDROZOL® BUTYL TAPE is used on all bases, which are strong, bearing and do not contain dividing 
substances (oils, dust etc.). The surface must be clean, stable and with no cracks. The surface must be 
cleaned in advance from all unsound areas and layers with low mechanical stability. The sharp edges are 
snapped off and rounded. Old ceramic linings should be inspected for good connection to the base. 
The existing irregularities and cavities should be filled-in and flattened with undercoat cement-lime plaster 
TERAFLEX® MASTER FIX MASTER FIX at least three days before the application of the hydro insulation 
coating. In some cases, the application of precoating may be required, depending on the material and the 
state of the base. 

Method of application 
In order to ensure proper application of the butyl tape, a small part of the protective film must be peeled off 
and the exposed part of the tape should be precisely positioned at the location that is going to be sealed. 
The protective film is peeled off gradually and the exposed part is applied to the base. The tape is applied 
tightly by gentle pressing with brush, roller or other appropriate tool, in order to take out blisters, creases 
or hollow spaces.  

  
The individual tapes are applied in overlapping manner with minimum width of the overlap of 5 cm and for 
larger area, it is recommended to follow the principle for tiles installation. In case of complex profiles that 
should be sealed, it is recommended to use the same principle of tapes overlapping. It is advisable to pre-
cut the shape of the area that is to be sealed in advance and each piece to be applied individually in order 
to avoid peeling. 
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In case of deformation joints or joints between heterogeneous materials, which are approximately or larger 
than 5 mm, a small advance of the tape should be left above the joint, which advance will compensate for 
linear expansion. It should be gently formed as a groove. 
 
 

Hazards description 
The requirements for work hygiene should be followed when the product is used. 
To be kept out of the reach of children! 
For more information, see Product's Safety Data Sheet. 
 
 

Classification 
Meets the requirements of the European and Bulgarian legislation and it is in accordance with standard: 

 
European Standard EN ISO 527-3 

    
 

Technical data 
 
 

 Parameter Measure Testing method Allowed 
value of the indicator 

Maximum tensile strength in length N/mm EN ISO 527-3 30/15 

Maximum tensile strength in width N/mm EN ISO 527-3 19/15 

Maximum elasticity in length % EN ISO 527-3 60 

Maximum elasticity in width % EN ISO 527-3 80 

Maximum rupture pressure bar EN ISO 527-3 0,40 

Water pressure resistance bar EN ISO 527-3 ≥ 0,2 
 
 

Width:  120 mm 

Total thickness:      0,72 mm 

Relative weight:       730 g/m2 

 
 

Информацията, която се съдържа в настоящият документ, се базира на познанията и последните технически постижения и опит, които 
имаме към датата на последната версия. Техническите препоръки по отношение на приложението, които ние даваме в подкрепа на 
купувачите и работещите с нашите продукти, са необвързващи и не са основание нито за договорни юридически отношения, нито за 
допълнителни задължения, произтичащи от договора за покупка. Те не освобождават купувачите от необходимостта сами да проверят 
приложимостта на продуктите съгласно указанията за всяко конкретно специфично приложение. Като производител ние гарантираме 
качеството на продукта, но не можем да въздействаме на условията и начина на неговата употреба. Полагането на продукта трябва да се 
извършва от квалифициран персонал.

 


