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TTEECCHHNNIICCAALL  DDAATTAA  SSHHEEEETT  

  
  

TTEERRAAFFLLEEXX®®  MMSS  SSUUPPEERR  CCRRYYSSTTAALL  
mmoouunnttiinngg  aaddhheessiivvee  bbaasseedd  oonn  MMSS--ppoollyymmeerrss  wwiitthh  eexxcceeppttiioonnaall  bboonndd  ssttrreennggtthh,,                                                                                                                                    
ffoorr  ppaarrttiiccuullaarrllyy  ssuussttaaiinnaabbllee  aanndd  ssttrroonngg  bboonnddiinngg  wwiitthh  mmaaxxiimmuumm  iinniittiiaall  ssttrreennggtthh,,                                                                                                                              
ffoorr  rraappiidd  iinnssttaallllaattiioonn  ooff  hheeaavvyy  oobbjjeeccttss  wwiitthhoouutt  tthheeiirr  ffiixxaattiioonn    
  
  

Scope of use 

TERAFLEX® MS SUPER CRYSTAL is a multifunctional fast curing 
mounting adhesive, made of high-quality hybrid MS-polymer, which after 
hardening forms an extremely strong bond with high loading capacity (25 
kg/cm2) and extremely high initial adhesive strength. 

It creates extremely strong and elastic connection, achieving the effect 
of mechanical fixation, replacing the use of nails, screws and other tools. 
The adhesive adheres equally well to all kind of building materials and 
bases, both dry and wet, in indoors and outdoors. 

TERAFLEX ® MS SUPER CRYSTAL is a chemically neutral product that 
is not aggressive to the materials and that does not react to cleaning 
detergents. It is resistant to mold, sea water, chlorine, detergents, UV 
rays and temperatures from -40°С to +90°С. It dries quickly and without 
sagging when applied in vertical joints. After drying it can be painted with 
paints and varnishes on epoxy-, polyurethane- and water-based. 

It is applied universally in construction, engineering and automobile 
industry, as well as in household and garden. It is designed for 
waterproofing and vibration absorbing, connecting machine parts and 
construction details of cars, buses, caravans, coaches and ships. It 
bonds stainless steel, aluminum, copper, lead, glass, polycarbonate, PS, 
PUR, PVC and other plastics.  

In the construction is used for waterproof bonding of concrete, ceramic tiles, stone, enamel, wood, 
masonry, plasterboard, etc., during the installation of mirrors, window sills, frames and door frame, 
cornices and moldings made of wood and PVC. It is a suitable choice also when bonding decorative 
panels, wooden bricks, corners of stairs, slabs of walls and floors and many others. 

 

 
 
 

PPrrooppeerrttiieess  
extremely strong bond with a very high load              
(25 kg/cm2) 

100% neutral, solvent-free and odorless 

lasting elastic and resistant to moisture and 
vibrations watertight bonding  

resistant to mold, detergents, chlorine, sea water, 
UV rays and weather conditions  

no need for mechanical reinforcement allows painting after drying 
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Composition 

White single-component viscous paste on the base of silyl modified (MS) polymer. 
 
 

Packaging and indicative consumption 

Packaging:       Consumption: 

Cartridge 290 ml.     depending on the project 
 
Colour:    

transparent 
 
 

Expiration date and storage 

Store and transport in tightly sealed original packaging in dry and cool (between +5°С and +25°С).  

The product is good for use 12 months after the production date in unopened original packaging! 
 

 
Instructions for use 

Preparation of the base 

The surface should be clean, dry and stable. It should be free of dust, dirt or other contaminations, 
affecting negatively the stickiness. It should not contain grease, bitumen and other separating substances. 

The dry and porous surfaces (gypsum, MDF, chipboard, clay bricks) have to be moistened with a damp 
cloth or sprayer before applying the adhesive. The moistening improves the adhesion and prevents the 
adhesive from drying to quickly on the contact area before forming a suitable adhesion bond. 

 
Method of work  

Cut the tip of the cartridge above the carving and screw on it the nozzle, which has to be cut beforehand 
diagonally at its top part. Place the cartridge in the gun. Apply the adhesive on the back on the element, 
which you want to bond: 

- on equal points or dashed lines (for leveling on uneven surfaces) 
- on vertical stripes (on smaller surfaces) 
- undulation (on larger surfaces and for greater initial strength) 

 

Press firmly both parts together.  

Within 5-10 minutes the bonded parts may be adjusted or repositioned.      

The adhesive dries in about 30-35 minutes. The complete bonding and 
completing of the adhesive process is after 24 hours. 
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Attention!  

The fresh adhesive can be cleaned with alcohol! 

After opening, close the flask and use its all content in a short period! 
 
 
Hazard description: 

It does not contain hazardous chemicals.    
 

Hazard symbol: 

No special indicators of danger. 
 

 
Technical data 

 
 

Indicator 
Measure

ment 
Unit 

Method of 
testing 

Test results 

Time for forming a skin surfaces  min EN 28339 20 ± 5 

Density kg/m3 EN 28339 1060 ± 10 

Time for hardening mm/day -  2 – 3 

Change in the volume % -  < 1 

Tensile strength MPa EN 28339 2,6 – 2,9 

Elasticity strength % EN 28339 210 – 250 

 
 
 
 
 
 

The information contained in the current document is based on our knowledge and recent technical achievements and experience that we have at 
the time of our last version. The technical recommendations concerning the application, which we offer in order to facilitate buyers and those 
working with our products are non-binding and are neither grounds for legal contract relations, nor for additional obligations resulting from the 
purchase contract. They do not dispense buyers from the necessity to verify products application according to the instructions for every specific use. 
We as manufacturers guarantee the quality of the product, but cannot influence the circumstances and methods of its use. Application of the product 
should be performed by qualified personnel. 

 


